SCHEDULE B - INTERIOR SPECIFICATIONS

1. 
Exterior Walls
1.1  
Brick veneer with hardi-plank with 1/2" vented air space.

1.2
2" rigid insulation with barrier.

1.3
3 5/8" steel studs with 3 1/2" (R-12) fiberglass batt insulation.

1.4
1/2" gypsum wall board over 6 mil poly vapor barrier.

2. Interior Walls

Party Walls

2.1 
Two layers of 1/2" type X drywall with firestop caulking at all penetrations.

2.2
3 5/8" steel studs at 24" on center with 3 1/2" batt insulation between studs.

2.3
Resilient channel one side with two layers of 1/2" drywall with firestop caulking at all penetrations STC58-60.

2.4
1/2" drywall board with acoustic caulking at all penetrations on both sides of 3 5/8" steel studs at 16" on center STC 34.

2.5
Same as above with 3 1/2" (R-12) batt insulation between studs STC 45.
2.6
All suites shall have 9' ceilings throughout, except for the fourth level, which shall have a 10' ceiling height.  It is understood that certain portions of the suite will have dropped ceilings to permit service installations.
3.
Typical Floor System
3.1
8" concrete slab.
4. 
Exterior Windows and Doors
4.1
Windows to be vinyl, styles as per plan.

4.2
Front door to unit to be solid core wood door with dead bolt and 1" throw.

5. Plumbing

5.1 
All fixtures to be white in color and faucets to be chrome.

5.2
Kitchen sink to be Kindred 2031/7/3 full double stainless steel.

5.3
Kitchen faucet to be Delta 335 single control faucet with spray.

5.4
Vanity basins to be American Standard Aqualyn China.

5.5
Basin faucet to be Delta 520 Single Lever with mechanical pop-up drain.

5.6
Toilets to be American Standard Cadet III elongated bowl and #600 elongated seat. 13 litre lined tank.

5.7
Ensuite to have 4' Maax shower with doors.

5.8
Bathtub in main bath to be Maax acrylic 5' tub / enclosure with shower rod.
5.9
Showers as shown will be Maax 4', 1 piece Tempo acrylic with 2 panel door or Maax 3', 1 piece Primo acrylic with door.  All shower and tub faucets are Delta 1300 series, chrome.

5.10
All tubs and showers to have pressure balanced valves.

6. Ventilation

6.1
Fresh air supplied to all living areas.  Exhaust from all bathrooms and kitchen through HRV.

6.2
Balanced heat recovery unit as per building code.

6.3
Wall mount control for HRV.

6.4
Air conditioning supplied to each suite.
7. Heating System

7.1
Electric baseboard system.

8. Electrical

8.1 
Standard installation in compliance with national building codes and individually metered.

8.2
Electrical dryer and washing machine outlet in storage/laundry room.

8.3
Electrical range, fridge, microwave and dishwasher outlets in kitchen.

8.4
Range Hood in kitchen.

8.5
Exterior light and GFI plug on each balcony.

8.6
Pre-wired for cable (each bedroom and living room).

8.7
Pre-wired for phone jacks (each bedroom, living room and kitchen).

8.8
Standard plugs and switches, white in color.

8.9
Five appliances manufactured by General Electric.

Fridge Model




GTS181BRWW

Stove Model (self clean)


JCBP65WKWW

Dishwasher Model



VSD3708KWW

Space Maker Washer & Dryer Model
P801DWN/XAC &

DV4006JW2/XAC

8.10 
The lighting fixtures are provided by the Vendor.  Fixture exchange can be arranged if requested prior to finalization by the Vendor.

9. Interior Finish

9.1
All outside corners to be rounded where possible.

9.2
Paint to be eggshell on all walls, ceilings white.  One primer coat, two finish coats of interior latex.  Choice of one paint color from Vendor’s selection.  Trim to be two coats of white semi-gloss paint.

9.3
All doors to be of 800 series with three hinges.

9.4
Hardware with chrome finish for passage sets, privacy sets for bathroom and master bedroom with lever handles.

9.5
Closet shelving as per plan.
9.6
Interior trim to be 3 1/4" MDF colonial style casing for windows, doors and doorways.  5" colonial style baseboard, 1" x 6" window ledge, MDF window build out.

9.7
Vanity mirrors are Purchaser=s responsibility.

9.8
Flooring selection as per Vendor=s specifications and samples:

a) Ceramic tile in bathrooms, kitchen and storage room and foyer.

b) 33 oz. carpet with 5.5lb underlay in all bedrooms.

c) hardwood in living room, dining room and den.

9.9
Cabinets as per Vendor’s specifications and samples. Upgrades to be paid directly to supplier.  Standard specification for cabinets will include:



a.
Lazy-Susan in corner

d.
Deep cabinet over fridge

b.
Microwave shelf

e.
Raised cabinet over sink with valence

c.
Adjustable shelving

f.
Standard cabinets with counter tops and                                               

cabinet handles chosen from 






Vendor’s samples.

10.  
Balcony
10.1
Balcony deck of 8" reinforced concrete with railings at 42" height, guards a minimum of 36" high.

10.2
Deck sloped two degrees to exterior edge.

11. 
Safety Systems
11.1
The building is fully equipped with sprinklers to meet all requirements of the Provincial Fire Marshall.  All necessary alarm and communication systems are provided.

11.2
Each floor is serviced by one elevator as well as emergency exits at each end of the building.

11.3
The parking garage is ventilated and well illuminated.

12. 
Building Amenities
12.1
The first floor contains a lobby/lounge area, as well as a multi-purpose room and an exercise room for the residents.

12.2
Suite for the live-in superintendent is located in the building.

12.3
The parking garage contains individual secured storage compartments attached to each parking space.

The Purchaser agrees to select from the Vendor’s samples, finish materials for the unit including paint color, flooring, kitchen/laundry room cabinets, countertop and vanities, prior to the completion of the framing stage of the unit.  Any finish materials not chosen by the Purchaser by this time will be chosen by the Vendor.  No changes to plumbing, electrical or design (unless required by code) will be made to the unit once framing is commenced.

All specifications and models are subject to change without notice.
Any requested upgrades or changes must be agreed in writing by the parties as to detail and cost.

Witness:                                                       

Purchaser:                                                      
Witness:                                                       

Purchaser:                                                      
Witness:                                                       

Vendor:                                                          
